AGM LINE
SEALED DEEP CYCLE BATTERIES

$12-230AGM

12 VOLTS
WEIGHT: 60.50 kg 133 Lbs.
LENGTH: 530 mm 20 7/8 Inches
WIDTH: 209 mm 81/4 Inches
HEIGHT*: 239 mm 9 7/16 Inches
*including terminal
CONTAINER: ABS
COVER: ABS
TERMINALS: LT
HANDLES: Rope
CAPACITY 210 AH RESERVE CAPACITY (RC @ 25A): 415
RECOMMENDED CHARGE CURRENT: 46 A
SPECIFIC CAPACITY CURRENT MAX CHARGE CURRENT: 80.6 A
HOUR RATE: GRAVITY | /AMP HOUR / AMPS MAXIMUM DISCHARGE CURRENT: 2100 A
@ 100 HOUR RATE 1.280 230 2.30 C:ol::g:f CYCLE: 14.5-14.9V/cell 77°F / 25°C
@ 20 HOUR RATE 1.280 210 1050 e S FLOAT: 13.6-13.8V/cell 77°F / 25°C
@ 10 HOUR RATE 1.280 189 18.90
@ 5 HOUR RATE 1.280 172 34.40
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CAPACITY AFTER 3 MONTHS 91%
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